COMBUSTION SET-UP METER

Cc20 C20KIT
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Measures: (EM151)
ePressure up to + 20wg
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© Real Time Analysis

e EOS Technology Sensor
Direct CO2 Measurements
No Sensor Replacement
10 Year Life Expectancy

e Direct CO Measurements

® 5 Year Limited Warranty

 Real Time Analysis

e EOS Technology Sensor
Direct CO2 Measurements
No Sensor Replacement
10 Year Life Expectancy

e Direct CO Measurements

® 5 Year Limited Warranty

e Triple Scale: inWG, mBar, and PSI

e Ruggedized, including rubber boot
with integral magnet

e Simple two-button operation

e Auto power-off

® 3 Year limited warranty

Distributed by: EM151

4dValuetesters.com

sales@valuetesters.com
Tel: 602-795-8292, Fax: 602-795-4624

C20 FlueProbe.................. KMCP72 EM151 e Pressure Tubing
Protective Boot w/ Magnet .. . . .. SBOOT e BF100- Brass Fitting Valve adapter
Soft Carrying Case .............. AC73
Parameter Range Resolution Accuracy EM151 (C20KIT)
Gas Measurement Measurement range: -20" to +20" WG
Carbon Monoxide (CO)’ 1-1999ppm Tppm +5ppm <100ppm Accuracy: +1.0% FS
+5%RDG >100ppm Resolution: 0.01"-9.99" to +9.99" WG
Carbon Dioxide (C02)' 0-30% 0.1% +0.3% 0.1 <-10", > +10" WG
Dimensions (approx.) Weight Handset Probe Operating range: 32° -104°F (0° - 40°C),
1Lb 7"x2"x3 1/4" 10" stainless steel shaft 10 - 90% RH non condensing

Ambient Operating range

Battery, Battery Life
! Using Dry Gases at STP

17631

SM11103

32-104°F, 10-90%RH non-condensing,
850-1100mmHg atmospheric pressure

nominal 36" neoprene hose

(4) AA, >8hours expected using alkaline AA cells
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Battery Life:

UEITEST.COM

50 hours with
alkaline battery
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